
COMMANDO Select personnel carriers offer an 
enhanced combination of lethality, survivability, 
mobility and sustainability. Exceptional crew 
protection is built into all Select vehicles. Greater 
survivability, however, doesn’t mean sacrificing 
vehicle mobility. 

MOBILE AND SURVIVABLE

RUGGED AND RELIABLE

MULTIMISSION CAPABLE

50-YEAR LEGACY

textronsystems.com/mls

SURVIVABILITY AND MOBILITY FOR THE ASYMMETRIC BATTLEFIELD
These vehicles deliver greater mobility than 
similar armored vehicles on the market. 
COMMANDO Select can be configured 
to accommodate up to 10 (three crew plus 
passengers) to enable greater troop carrying 
capacity. 



The 90mm Direct Fire vehicle adds a tested, proven 
90mm turret for additional firepower.

The APC ambulance provides ballistic and blast 
protection to the medical crew during patient 
treatment and transport.

Along with the 40mm/.50 cal turret (above) and the 
gunner’s protection kit, other options are available.

The mortar variant is capable of firing shells up to 
120mm.
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WEIGHT
• Gross Vehicle Weight ................................... 38,000 lb (17,237 kg)
• Curb Weight ............................................... 34,600 lb (15,400 kg)

DIMENSIONS
• Length...............................................................261 in (6,629 mm)
• Width (overall) ..................................................108 in (2,743 mm)
• Height ..............................................................119 in (3,022 mm)
• Ground Clearance ..................................................26 in (660 mm)

PERFORMANCE
• Speed (level hard surface) ....................................62 mph (100 kph)
• Acceleration 0-20 mph (0-32 kph) ...........................................8 sec
• Acceleration 0-50 mph (0-80 kph) .........................................30 sec
• Range @ 40 mph (64 kph) ................................. 400 miles (644 km)
• Turning Diameter....................................................... 65 ft (21.3 m)
• Gradient ................................................................................60%
• Side Slope .............................................................................30%
• Vertical Wall ............................................................. 22 in (.56 m)
• Fording ..................................................................... 60 in (1.5 m)

TIRES .................................................................. Michelin 16.00R20 
                                                         XZL with run flat inserts
SUSPENSION ..................................Fully independent front and rear, 
       upper and lower control arms
POWER TRAIN
• Engine ............................Cummins 6CTA8.3, 280 hp peak, 825 lb-ft
• Transmission ..............................................6-speed, Allison 3500SP

SIGHTS ................................................M36 day/night gunner’s sight

ARMAMENT ...........................Turret: 40mm MK-19, .50 cal M2H
SURVIVABILITY ....................................Protects against direct and  
                                             indirect weapons, mines and IEDs
COMMANDO SELECT SEATING

• APC
- Turret: 3 crew, 4 dismounts
- OGPK or RWS: 3 crew, 7 dismounts 

• APC SWB 
- Turret: 3 crew, 1 dismount;
- OGPK or RWS: 3 crew, 2 dismounts

• MEDEVAC
 -  3 crew and up to 2 ambulatory, 2 litter patients

• Mortar Vehicle
 -  Driver, Commander, 2 Mortar Crew

• 90mm Direct Fire Vehicle
 -  Driver, commander, gunner and loader

COMMANDOTM SELECT VEHICLE SPECIFICATIONS
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